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SUBJECT: 


Connecting rod sets, center crankshaft 
bearings and labyrinth packings are now 
available as replacement parts for all Jet 
Ski 440 cc engines. These new parts are ap- 
plicable to both the full-circle and T-web 
crankshafts. 

Crankshaft rebuilding specifications are 
provided to assist in the assembly and tru- 
ing of the crankshaft. The rebuilding 
specifications are printed on the reverse 
side of this bulletin. Additional copies may 
be obtained by ordering P/N 99964-0136-01. 


PARTS INFORMATION: 
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Rebuilding the Jet Ski crank- 

shaft requires extensive 
mechanical knowledge and the ability to 
use precision measuring tools. The engine 
will perform poorly and may be damaged if 
the crankshaft is improperly assembled. 
Therefore, this operation should be per- 
formed only by a skilled mechanic who fully 
understands crankshaft rebuilding pro- 
cedures. 


Ref. No. Part No. Part Name Quantity 
1 13032-3008 CONNECTING ROD SET 2 
2 92045-512 _BEARING, ball 2 
3 59096-502 PACKING, labyrinth 1 
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Please see reverse side for additional information. 
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JS440A Crankshaft Rebuild Specifications 

a ee 
\ 


' ASSEMBLY SPECIFICATIONS { 
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TE: 
. Crankpins must be exactly opposite each 
other, 180° + 15° apart. 


RUNOUT SPECIFICATIONS 
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NOTES: 

1. Support crankshaft with V-blocks at points A 
and B. Rotate crankshaft and measure 
runout at points c,d,e,f. Runout must be less 
than 0.05 mm TIR (total indicated reading). 

2. Refer to Jet Ski Service Manual for 
crankshaft to crankcase installation pro- 

cedure. 


